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(57) ABSTRACT

An optical connector includes a printed circuit board, a pho-
toelectric element, a lens element, and an adhesive. The pho-
toelectric element is positioned on and electrically connected
to the printed circuit board. The positioning element is an
enclosing wall extending from the printed circuit board and
enclosing the photoelectric element. The lens element
includes a bottom surface, an internal lens formed on the
bottom surface, and a supporting leg, which is an enclosing
wall extending from a periphery of the bottom surface. The
supporting leg is positioned on the printed circuit board and
fittingly engaged with the positioning element. The adhesive
is applied between the supporting leg and the printed circuit
board.

5 Claims, 2 Drawing Sheets
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1
OPTICAL CONNECTOR WITH PRINTED
CIRCUIT BOARD AND LENS ELEMENT
BONDED TO EACH OTHER

BACKGROUND

1. Technical Field

The present disclosure relates to optical connectors and,
particularly, to an optical connector including a printed circuit
board and a lens element bonded to the printed circuit board.

2. Description of Related Art

Optical connectors include a printed circuit board, a pho-
toelectric element positioned on and electrically connected to
the printed circuit board, and a lens element positioned on and
fixed to the printed circuit board using adhesive. The lens
element includes a lens and covers the photoelectric element
such that the lens is aligned with the photoelectric element to
increase light usage efficiency. However, the lens element
needs to be engaged with other elements after being fixed to
the printed circuit board, which may impact the lens element
and knock it out of alignment.

Therefore, it is desirable to provide an optical connector
that can overcome the above-mentioned problems.

BRIEF DESCRIPTION OF THE DRAWINGS

Many aspects of the present disclosure can be better under-
stood with reference to the following drawings. The compo-
nents in the drawings are not necessarily drawn to scale, the
emphasis instead being placed upon clearly illustrating the
principles of the present disclosure.

FIG. 1is an isometric view of an optical connector, accord-
ing to an embodiment.

FIG. 2 is a cross-sectional view taken along a line II-1I of
FIG. 1.

DETAILED DESCRIPTION

Embodiments of the present disclosure will be described
with reference to the drawings.

FIGS. 1, 2 show an optical connector 100, according to an
embodiment. The optical connector 100 includes a lens ele-
ment 10, a photoelectric module 20, a first positioning ele-
ment 30, a second positioning element 40, and an adhesive 50.

The lens element 10 is substantially rectangular and
includes a front sidewall 111, a right sidewall 112, a back
sidewall 113, a left sidewall 114, a top surface 115, and a
bottom surface 116. The front sidewall 111 is substantially
parallel with the back sidewall 113 and perpendicularly con-
nected to the right sidewall 112 and the left sidewall 113. The
back sidewall is also perpendicularly connected to the right
sidewall 112 and the left sidewall 113. The top surface 115
and the bottom surface 116 are perpendicularly connected to
the front sidewall 111, the right sidewall 112, the back side-
wall 113, and the left sidewall 114.

The lens element 10 includes a number of external lenses
117 formed on the front surface 111, and a number of internal
lenses 118 formed on the bottom surface 116. The external
lenses 117 are arranged in a line that is substantially parallel
with the top surface 115. The lens element 10 also defines a
slot 119 in the top surface 115. The slot 119 extends along a
direction that is substantially parallel with the front surface
111 and has a slanted reflective surface 119a. The internal
lenses 118 are arranged in a line that is substantially parallel
with the front surface 111 and are positioned such that each
external lens 117 is optically coupled with one of the internal
lenses 118 via the reflective surface 119a.
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The lens element 10 also includes a supporting leg 120,
which is a rectangular enclosing wall extending up from an
outer periphery of the bottom surface 116.

The photoelectric module 20 includes a printed circuit
board 21 and a number of photoelectric elements 22. The
photoelectric elements 22 can be light emitters, such as light
emitting diodes and laser diodes, or light receivers, such as
photo diodes. The photoelectric elements 22 are positioned
on and electrically connected to the printed circuit board 21.
The photoelectric elements 22 are arranged in a line and
correspond to the internal lenses 118 in position.

The first positioning element 30 and the second positioning
element 40 are rectangular enclosing walls. The first position-
ing element 30 has an inner periphery substantially coincid-
ing with but slightly larger than an outer periphery of the
supporting leg 120. The second positioning element 40 has an
outer periphery substantially coinciding with but slightly
smaller than an inner periphery of the supporting leg 120.
Thus, the first positioning element 30 can fittingly sleeve on
the supporting leg 120 while, in turn, the supporting leg 120
can fittingly sleeve on the second positioning element 40.

Inassembly, the first positioning element 30 and the second
positioning element 40 are fixedly positioned on the printed
circuit board 21, and the first positioning element 30 sur-
rounds the second positioning element 40 while the second
positioning element 40 surrounds the photoelectric elements
22. The adhesive 50 is applied to the printed circuit board 21,
between the first positioning element 30 and the second posi-
tioning element 40. The first positioning element 30 and the
second positioning element 40 are positioned in a way such
that the supporting leg 120 can insert between the first posi-
tioning element 30 and the second positioning element 40 and
each internal lens 118 is aligned with one of the photoelectric
elements 22. Then, the supporting leg 120 is fixed to the
printed circuit board 21 using the adhesive 50.

As such, the lens element 10 is limited by the first posi-
tioning element 30 and the second positioning element 40 and
can withstand impacts when the lens element 10 is engaged
with other elements of the optical connector 100.

Numbers ofthe external lenses 117, the internal lenses 118,
and the photoelectric element 22 are not limited to this
embodiment but can be changed in other embodiments
depending on needs. For example, in other embodiments, the
optical connector 100 can include only one external lens 117,
one internal lens 118, and one photoelectric element 22.

In other embodiments, only one of the first positioning
element 30 and the second positioning element 40 can be
employed, as one of them also can limit the position of the
lens element 10.

It will be understood that the above particular embodi-
ments are shown and described by way of illustration only.
The principles and the features of the present disclosure may
be employed in various and numerous embodiments thereof
without departing from the scope of the disclosure. The
above-described embodiments illustrate the possible scope of
the disclosure but do not restrict the scope of the disclosure.

What is claimed is:

1. An optical connector, comprising:

a printed circuit board;

a photoelectric element positioned on and electrically con-
nected to the printed circuit board;

a positioning element, which is an enclosing wall extend-
ing from the printed circuit board and enclosing the
photoelectric element;

a lens element comprising a bottom surface, an internal
lens formed on the bottom surface, and a supporting leg,
the supporting leg being an enclosing wall extending
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from a periphery of the bottom surface, the supporting
leg being positioned on the printed circuit board and
fittingly engaged with the positioning element, the sup-
porting leg fittingly surrounding the positioning ele-
ment; and 5

an adhesive applied between the supporting leg and the
printed circuit board.

2. The optical connector of claim 1, wherein the photoelec-
tric element is a light emitter selected from the group consist-
ing of a light emitting diode and a laser diode. 10

3. The optical connector of claim 1, wherein the photoelec-
tric element is a light receiver.

4. The optical connector of claim 1, wherein the photoelec-
tric element is a photo diode.

5. The optical connector of claim 1, wherein the lens ele- 15
ment comprises a top surface opposite to the bottom surface,
and a front sidewall perpendicularly connected to the bottom
surface and the top surface, the lens element comprises an
external lens formed on the front surface and corresponding
to the second lens in position, the lens element defines a slot 20
in the top surface, the slot has a slant reflective surface, and
the first lens is optically coupled with the second lens by the
reflective surface.



